
7674 - FOB DETECTOR

BRUGERVEJLEDNING

Step 1 
Frakoble den tomme fustage og 
tilslut en ny fustage.

 
7674 - Operation & Cleaning Instructions 

CHANGING THE KEG 

  

Step 1 – Disconnect empty keg and tap a fresh keg. 

Step 2 –Push down and hold vent knob, and allow the chamber to refill with clear beer. While venting, a 
small amount of beer and foam will escape through the vent line. 

 

 

 

 

Step 3 – Rotate float release 180 degrees until the red mark on the bottom of the base is seen 
completely thru the cut out on the float release. The float will rise to the top of the chamber and allow 
beer to flow to the faucet. 

 

 

 

 

Step 4 – Rotate float release 180 degrees until green mark on top of the base is seen completely thru 
the cut out on the float release. 

 

 

 

NOTE: Float release is 
aligned and lets you see the 
green mark on the base. 

 

 

 

Step 2 
Tryk og hold udluftningsventilen 
nede, og lad kammeret blive fyldt 
med klar øl. Ved udluftning vil en 
lille mængde øl og skum komme 
gennem udluftningsventilen.
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Step 4 – Rotate float release 180 degrees until green mark on top of the base is seen completely thru 
the cut out on the float release. 

 

 

 

NOTE: Float release is 
aligned and lets you see the 
green mark on the base. 

 

 

 

Step 3 
Drej flowventilen 180 grader, indtil 
det røde mærke ses helt tydeligt 
under flowventilen. Flyderen vil 
stige til toppen af kammeret og 
lade øl strømme til tappehanen.
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Step 4 – Rotate float release 180 degrees until green mark on top of the base is seen completely thru 
the cut out on the float release. 

 

 

 

NOTE: Float release is 
aligned and lets you see the 
green mark on the base. 

 

 

 

Step 4 
Drej igen flowventilen 180 grader, 
indtil det grønne mærke ses helt 
tydeligt ved flowventilen.

UDSKIFTNING AF FUSTAGE RENGØRING

Step 1 
Frakoble fustagen og tilkoble renseudstyret.

 
7674 – Operation & Cleaning Instructions 

CLEANING INSTRUCTIONS 

Step 1 – Disconnect keg and connect line to cleaning system. 

Step 2 – Rotate float release 180 degrees until the red mark on the base is seen completely thru the cut 
out on the float release. This will allow the cleaning solution to circulate through the 7674 in either 
direction. 

 

 

 

 

Step 3 – Push down & hold vent knob to allow cleaning solution to fill chamber and exit through vent. 
This will clean the chamber, vent and drain.  

 

 

 

 

 

Step 4 – Rinse with water. Repeat Step 3 while rinsing with water. 

Step 5 – Rotate float release 180 degrees until green mark on top of the base is seen completely thru 
the cut out on the float release. Follow instructions for resetting after a keg empties. 

 

 

 

 

 

Step 2 
Drej flowventilen180 grader, indtil 
det røde mærke ses helt tydeligt 
under flowventilen. Dette gør 
det muligt for rensevæsken at 
cirkulere.
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Step 3 
Tryk og hold udluftningsventilen nede.
Lad rensevæsken fylde 
kammeret, samt løbe ud gennem 
udluftningsventilen.
Dette vil rense kammeret, ventilen 
og drænet. 
Drej tilbage flowventilen 180° 
indtil det grøne mærke ses.
Åben ølhanen til der er 
rensevæske fremme.

Step 5
Gentag både step 3 og step 4 
indtil det er skyllet helt igennem 
med en stor mængde rent vand. 
(Flowventil stadig i Grøn)
Følg her efter instruktionerne for 
udskiftning af fustage. 

Step 4 
Skyl med vand. Gentag step 3, 
mens du skyller med vand.
(Flowventil stadig i Grøn)


